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Die Mafe ,h” und ,b" sind nur RichtmaRe und kénnen, wenn nicht ausdriicklich festgelegt + 0,5 mm variieren.
Dimensions ,h“ and ,b” are approximate only and can vary + 0,5 mm, if not otherwise fixed.
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Profil 1 Profil 7
Shape 1 Shapeﬁz

Messberemh Profil BrE|te b Hohe — h Innen (25
Range Shape major axis- b mlnor axis- h Inside @
0-06bar | 1 19,15mm | 6,80 mm | 104,0 mm |
0-1bar 2 18,15mm | 6,35mm | 104,0 mm
0-16bar | 2 18,35 mm | 6,10 mm | 104,0 mm
0-2,5bar 2 18,40 mm | 6,00 mm | 104,0 mm |
0—4 bar 2 | 1850mm | 590mm | 104,0 mm |
0—6bar 2 15,30 mm .~ 6,00mm | 1040mm
0-10 bar 2 14,85 mm | 6,70 mm | 104,0 mm
0—16 bar 2 15,20 mm | 6,30 mm | 104,0 mm |
0—25bar | 2 15,15mm | 6,35mm | 104,0 mm |
0—40 bar 2 15,25 mm | 6,35 mm | 104,0 mm |
0—60 bar |2 | 1540mm | 6,05mm | 104,0 mm |
0—100bar | 2 14,95 mm | 590 mm | 104,0 mm |
I\/Iessbereich!T Prbfil Breite — br Hohe h Innen @
Range Shape | major axis-b | minor axis-h | Inside @

0 — 15 psi 2 18,15 mm | 6,35mm | 104,0 mm
0 — 30 psi 2 17,85 mm | 6,90 mm | 104,0 mm |
0 —45 psi 2 17,90 mm | 6,80 mm | 104,0 mm
10— 60 psi 2 18,50 mm | 590 mm | 104,0 mm
0—100 psi 2 15,35 mm | 6,05mm | 104,0 mm
10— 160 psi 2 14,75 mm | 6,80 mm 104,0 mm
0 — 200 psi 2 15,55 mm | 5,70 mm 104,0 mm
0 — 300 psi 2 1555 mm | 590 mm | 104,0 mm
0 — 400 psi 2 14,95 mm | 6,55 mm 104,0 mm |
0—600 psi 2 15,45mm | 6,05 mm | 104,0 mm |
0 — 1000 psi 2 15,15 mm | 6,45mm | 104,0 mm

Material: CUSI‘] 8
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Die Male ,h” und ,,b” sind nur RichtmaRe und kdnnen, wenn nicht ausdriicklich festgelegt + 0,5 mm variieren.

Dimensions ,,h" and ,,b” are approximate only and can vary * 0,5 mm, if not otherwise fixed.
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Profil 1 Profil 2
Shape 1 Shape 2

Messberelch Profil Breite — b Hohe h Innen (25
Range Shape | major axis- b mlnor axis- h | Inside @
0-0,6 bar 1 | 19,60mm | 640mm | 104,0 mm
0-1bar 1 19,30 mm | 6,70 mm | 104,0 mm
0-1,6 bar 1 19,60 mm | 6,40 mm | 104,0 mm |
0-2,5 bar 1 19,30 mm | 6,75mm | 104,0 mm
0-4 bar 1 1945 mm | 645 mm | 104,0 mm
0—6bar 2 14,95 mm | 6,60 mm | 104,0 mm
0—10 bar 2 | 1525mm | 6,00mm | 104,0 mm |
0—16 bar 2 |1 1530mm | 605mm | 104,0 mm
0 — 25 bar 2 11520mm | 6,15mm | 104,0 mm |
0—40 bar 2 15,10 mm | 6,40 mm | 104,0 mm |
O-60bar_ | 2 | 1530mm | 6,10 mm | 104,0 mm |
0— 100 bar 2 15,00mm | 6,40 mm | 104,0 mm
Messbereich j Profil Brelte b Hc'jhe -h Innen @
Range Shape ' major axis-b | minor axis-h  Inside @
0~ 15 psi 1 19,30 mm | 6,70 mm 104,0 mm
0—30 psi 1 19,60 mm | 6,40 mm | 104,0 mm
0 —45 psi 1 19,15 mm | 7,00 mm 104,0 mm
10— 60 psi 1 19,20mm | 6,80 mm | 104,0 mm
0—100 psi 2 15,40 mm | 5,85 mm 104,0 mm
0— 160 psi 2 11520mm | 6,20 mm | 104,0 mm
0 — 200 psi 2 15,55 mm 5,80 mm 104,0 mm
0—300 psi 2 15,60 mm | 5,60 mm | 104,0 mm
0 —400 psi 2 15,15mm | 6,30 mm | 104,0 mm
0-600psi | 2 1 15,00mm | 6,55mm | 104,0 mm |
0 1000 p5| 2 15,00 mm | 6,60 mm '104,0 mm A

Material: NirOSta 14404
stainless steel AiSi 316L
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Die MaRe ,,h” und ,b" sind nur RichtmaRe und kénnen, wenn nicht ausdriicklich festgelegt + 0,5 mm variieren.
Dimensions ,h" and ,b” are approximate only and can vary + 0,5 mm, if not otherwise fixed.
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Profil 1 Profil 2
Shape 1 Shape 2
'Messbereich  Profil Brelte b Hohe h Innen (Z)
Range Shape  major axis-b mlnor axis- h Inside @
0-0,6 bar ! 19,20 mm | 7,00 mm | 104,0 mm |
0—1 bar il 19,60 mm | 6, 35mm | 104,0 mm
0-1,6 bar 1 [ 19,30mm | 6,75mm | 104,0 mm |
0—2,5 bar | 19,60 mm | 6,40 mm | 104,0 mm
0—4 bar 1 19,60 mm | 6,40 mm | 104,0 mm
0-6bar 2 15,05mm | 6,15mm | 104,0 mm
0-— 10 bar 2 1500mm | 6,25mm | 104,0 mm |
0— 16 bar 2 15,15mm | 6,10 mm | 104,0 mm |
0-— 25 bar 2 14, 90 mm | 6,65mm | 104,0 mm |
0 — 40 bar 2 15,10 mm | 6,25 mm 104,0 mm |
0-60bar | 2 | 15,10mm | 6, 35mm | 104,0 mm |
0 - 100 bar 2 15,00 mm_. 6,50 mm | 104,0 mm |
[Messbereich | Profil  Breite - b Hohe h Innen ¢
Range major axis-b | minor axis-h ' Inside @
0 — 15 psi 1 19,60 mm | 6,35mm | 104,0 mm
0—30 psi 1 19,00 mm | 7,00 mm | 104,0 mm |
0—45 psi 1 19,15 mm 6,95 mm 104,0 mm
0—-60 psi 1 19,60 mm | 6,40 mm | 104,0 mm
0—100 psi 2 1480mm | 6,95mm | 104,0 mm
0-160 psi 2 1490 mm | 645mm | 104,0 mm
0 - 200 psi 2 15,55 mm | 5,55 mm 104,0 mm
0 —300 psi 2 15,15mm | 6,10 mm | 104,0 mm
0—400 psi 2 14,80 mm | 6,75 mm | 104,0 mm
0-600psi | 2 15,10 mm | 6,25mm | 104,0 mm |
0- 1000 pSI 2 14,90 mm 6, 85 mm | 104,0 mm |
vateria: NICu30Fe E———
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Die MaRe ,,h” und ,b” sind nur RichtmaRe und kénnen, wenn nicht ausdriicklich festgelegt + 0,5 mm variieren.
Dimensions ,h” and ,b" are approximate only and can vary + 0,5 mm, if not otherwise fixed.
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1545 mm | 590 mm | 104,0 mm
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Profil 1 Profil 2
Shape 1 ~ Shape 2
Messberelch ) Profil Breite — b Hohe h Innen @
Range Shape | major axis-bl minor axis-h | Inside %)
0-0,6 bar 1 | 1890mm | 7,00 mm | 104,0 mm |
0-1bar 2 18,10 mm | 6,30 mm | 104,0 mm
0-1,6 bar 2 18,20 mm | 6,15mm | 104,0 mm
0-2,5 bar 2 18,35mm | 6,10 mm | 104,0 mm
0—4 bar 2 15,15mm | 5,45mm | 104,0 mm
0-6 bar 2 | 1540mm | 6,00 mm | 104,0 mm
0-—10 bar 2 15,45 mm | 6,00 mm | 104,0 mm |
0— 16 bar 2 15,50 mm | 5,80 mm | 104,0 mm |
0—25 bar 2 1535 mm | 6,10 mm | 104,0 mm |
0—40 bar 2 15,50 mm | 6,00 mm | 104,0 mm |
0 - 60 bar 2 15,30 mm 4 575mm | 104,0 mm |
0-100 bar 2 15,05mm | 570 mm | 104,0 mm
Messberelch Profil Breite—b Hohe —h Innen @
Range Shape | major axis-b | minor axis-h | Inside @
0—15 psi 2 18,10 mm | 6,30 mm | 104,0 mm |
0—30 psi 2 18,80 mm | 545mm | 104,0 mm
0—45 psi 2 18,10 mm | 6,50 mm 104,0 mm
0 - 60 psi 2 18,20 mm | 6,50 mm 104,0 mm
0—100 psi 2 15,05 mm | 6,50 mm | 104,0 mm
0—160 psi 2 15,10 mm | 6,45 mm | 104,0 mm
0 — 200 psi 2 15,55 mm | 555mm | 104,0 mm |
0 — 300 psi 2 15,15 mm | 6,10 mm | 104,0 mm
0 —400 psi 2 15,20 mm | 6,50 mm | 104,0 mm
2
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| 14,95 mm | 6,10 mm | 104,0 mm |
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